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NEWFIELD

December 20, 2005

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: Gilsonite State G-32-8-17, H-32-8-17, M-
32-8-17, N-32-8-17, and Q-32-8-17.

Dear Diana:

Enclosed find APD's on the above referenced wells. They are all directional wells that
will be drilled off of existing well pads. When these APD's are received, please contact
Brad Mecham or Shon McKinnon to set up a State On-Site. If you have any questions,
feel free to give me a call.

Sincerely,

Mandie Crozier C
Regulatory Specialist

cc: SITLA
me
enclosures

RECEIVED
DEC2 12005

DN.0FOIL,GAS&MINING

Newfield E×ploration Cornpany Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)



FORM 3

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING 5 [.tASl!!)ISidNKilONANDSERIALNO

ML-22060
(i II INI)]AN, A1J,(31TI,E (3R IRIBE NAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A
la TYPEt]F W(3)(K DRILL | x |DEEPEN I I 3 IINITAGREENIENTNANIE

lb TYPE OF WEl,l. Gilsonite
SINGLE MULTIPLE N FAftM OR I.EASE NAMI

or, GAs | | OTHER ONE ZONE | | N/A
2 NANIEOFfJPERATOR 9 W11,L N()

Newfield Production Company Gilsonite State #Q-32-8-17
3 AI3DRESS AND TELEPHONE NUMBER 10 FIELD AND Pf3f31,(3R WII.Ilt'A I

Route #3 Box 3630, Myton, UT 84052 Phonc: (435) 646-3721 Monument Butte
4 J.OCATIONOFWELL (FOC)TAGE) 11 UTR/UTR,bEt'IIONTOWNSIIIF,ftANGE,MERIDIAN

At sur noe NW/SW 1897' FSL 755' FWL T
At proposed Produoms zore 1325' FSL 1323' FWL SW' Î I0. Sec. 32, TSS, R17E
l.1])]SIANCFINMILESANDDIRECTIONFRUhlNIARI.SI [OWNt)RPOSTCJFFICE" 12 ('onnty 13 STATE

Approximately 13.0 miles southeast of Myton, UT Duchesne UT
15 DIS I ANCI FRCJMPROPOSED* LOCATION TO NEAREST PRf3PER I Y 1(> NC). (3F At'RES IN LEASE 17 NO OF ACRES ASSltiNED I f3 TllIS WELI,

OR LEASE LINE, FT (Also to nearest drlg nuit lite, if 81Ly)

Approx. 1323' f/ise line and 1323' flunit linc 598.67 20
18 DISTANCE FROM PROPOShl3 l.(JCATltJN" TO NEAREST WELL, 10 PROPOSED DEFTH 20 R(ifARY (3R C'ABLETOOLS

DRILLING, COMPLETED, (JR \PPI.16f3 FOR ON THIS LEASE, FT

Approximately 1122' (Down Hole) 6500' Rotary
21 kl,bVATIONS (Show whether DF RT LiR etc ) 22 APPROX DATE Wl3RK WILL START*

5252' GL 1st Quarter 2006
a PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE SIZE OF CASING wmúHT/FADT SETTING DEPTH QIlAN11i V OF CitMEN I

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx Icad followed by 450 sx tail

Scc Detail Below

DESCRIBE PROPOSED PROGRAM if proposal rs to deepen, give date on present productive zone and proposed new productive zone If proposal is to dull or deepen directionally, give pertment data on

subsurface locations and rneasured and true vertical depths Give blowout preventer program, if any

*The actual cement volumes will he calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & 1/4#/sk Cello-flake g gyyOg|
Weight: 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Reg: 5 gal/sk -00.03Y sz ;

LONG STRING - Lead: Premium Lite II Cement + 31bs/sk BA-90 + 3% KCI +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite + .5% Sodium Metasilicate
Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Reg: 21.04 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCl +
.25 lbs/sk CcIlo Flake + 2% Bentonite +

.3% Sodium Metasilicate
Weight: 14.2 PPG YIELD: 1.59 Cu Ft/sk H2O Req: 7.88 gal/sk

nieurnauwe Regulatory Specialist om 121.D/2005
Mandit Crozier

(Tlus space for Mate use onlvt

Approved by the
Utah Division of

Oil, Gas and Mining RECEIVED
Oate: D'¯C2 12005

DIV,0FO\LGAS&



TBS, Rí?'E, S. L.B.&M. Nimzo PRODucrioxcoxPAxr
SB955'W - 80.06 (G.LO.) WELL LOCATION, GILSONITE STATE

Q-32-8-17, LOCATED AS SHOWN IN
THE SW 1/4 OF SECTION 32, T8S, R17E,

i tor,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

\ 1\ NELLLOCA11&V:
LSON/7E STA7E 0- J2-8-17

ELEV UNGRADED GROUND = 525£ 8' i 2 b 2
tor2

BAR SCALE

Note:
1. The West 1/4 Corner of Section 32

Lor s bears N45 07'00"W 3738.46' from the
South 1/4 Corner of said Section.

2. Some lots were not labeled due to
Lor the illegibility of the G.L.O. Plat.

1910 Brass cop 3. The Proposed Well head bears
Brass Cap S44 36'25"E 1084.13' frorn the West

1/4 Corner of Section 32.
NDOW LOF 8 4. The bottom of hole bears $44 59'22"E

I
804.00' from the well head.

LOT6

THIS IS TO CERTIFY THA Ag WAS
PREPARED FROM FFELD F A g, RVEYSof Ho/e 1323' MADE BY ME OR UN If THAT

¯ ¯

(c p.) THE SAME ARE TRU RRECT T TH T OF
Bottom MY KNOWLEDGE AN I .No.189377

O of Ho/e

REGIS D LA

NB9'41'J/"E - 2641.95' (Meas.) '
TRI STATELANDSURVEYING& CONSULTINGNB9°58'E (G.L.O.)

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

I
GILSŒ/7E STA7E 0-32-8-17 DATE SURVEYED:

= SECTION CORNERS LOCATED (surfaceLocation) NAD BJ 11-23-05 SURVEYED BY: C.M.

LAT/7UDE = 40" 04' 20.46" DATE DRAWN:
DRAWN BY: F.T.MBASIS OF ELEV; LONG/TUDE = 110 02' 1185" 12-8-05

U.S.G.S. 7-1/2 min QUAD (MYTON SE) REVISED: SCALE: 1" =



Newfield Exploration Co.

Azhnuths to True North
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ameorang S entific Drilling Internatio
2 *-** Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:55:53 Page: 1
Field: Duchesne County, UT Co-ordinate(NE) Referenduell: GS 0-32-8-17, True North
site: GS Q-32-8-17 Vertical (TVD) RefereneeßL 5252' &RKB 12' 5264.0
Well: GS 0-32-8-17 Section (VS) Reference: Well (0.00N.0.00E,135.20Azi)
Welipath: OH Plan: Plan #1

Field: Duchesne County, UT

Map SystenOS State Plane Coordinate System 1927 Map Zone: Utah, Central Zone
Geo DatumNAD27 (Clarke 1866) Coordinate System: Well Centre
Sys Datum:Mean Sea Level Geomagnette Model: igrf2005

Site: GS O-32 8-17
Sec. 32 TSS Rt7E

Site Position: Northing: 636763.00 ft Latitude: 40 4 20.596 N
From: Geographic Easting: 2409546.77 ft Longitude: 110 2 11.311 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 5252.00 ft Grid Convergence: 0.94 deg

Well: GS 0-32-8-17 Slot Name:
SHL: 189T FSL, 766' FWL

Well Position: +N/-S 0.00 ft Northing: 636763.00 ft Latitude: 40 4 20.596 N
+E/-W 0.00 ft Easting: 2409546.77 ft Longitude: 110 2 11.311 W

Position Uncertainty: 0.00 ft

Welipath: OH Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: GL 5252' &RKB 12' Height5264.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 2006-03-08 Declination: 11.98 deg
Field Strength: 52870 nT Mag Dip Angle: 65.96 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft it ft deg
0.00 0.00 0.00 135.20

Plan: Plan #1 Date Composed: 2006-03-08
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information
MD Incl Azim TVD +NI-S +E/-W DLS Build Turn TFD Target
ft deg deg ft ft ft deg/100ftdeg/100ftdag/100ft deg

0.00 0.00 135.20 0.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 135.20 600.00 0.00 0.00 0.00 0.00 0.00 135.20

1237.50 12.75 135.20 1232.25 -50.12 49.77 2 00 2.00 0.00 135.20
5408.09 12.75 135.20 5300.00 -703.24 698.35 0.00 0.00 0.00 0.00
6045.59 0.00 135.20 5932.25 -753.36 748.12 2.00 -2.00 0.00 180.00
6313.33 0.00 135,20 6200.00 -753.36 748.12 0.00 0.00 0.00 135.20

Section 1 : Start Hold
MD IncI Azim TVD +NI-8 +El-W VS DLS Build Turn TPO
ft deg deg ft ft ft ft deg/100ftdegl100ft deg/100ft deg

0,00 0.00 135.20 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 135.20 100.00 0.00 0.00 0.00 0.00 0.00 0.00 135.20
200.00 0.00 135.20 200.00 0.00 0.00 0.00 0.00 0.00 0.00 135.20
300.00 0.00 135.20 300.00 0.00 0.00 0.00 0.00 0.00 0.00 135.20
400.00 0.00 136.20 400.00 0.00 0.00 0.00 0.00 0.00 0.00 135.20
500.00 0.00 135.20 500.00 0.00 0.00 0.00 0.00 0.00 0.00 135.20
600.00 0.00 135.20 600.00 0.00 0.00 0.00 0.00 0.00 0.00 135.20

section 2 : Start Bund 2,00
MD Inci Azim TVD +NI-S +El-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft degl100ftdeg/100ftdeg/100ft deg

700.00 2.00 135.20 699.98 -1.24 1.23 1.75 2.00 2.00 0.00 0.00
800.00 4.00 135.20 799.84 -4.95 4.92 6.98 2.00 2.00 0.00 0.00
900.00 6.00 135.20 899 45 -11.14 11.06 15.69 2.00 2.00 0.00 0.00

1000.00 8,00 135.20 998.70 -19.78 19.65 27.88 2.00 2.00 0.00 0.00
1100.00 10.00 135.20 1097.47 -30.88 30.67 43.52 2.00 2.00 0.00 0.00
1200.00 12.00 135.20 1195.62 -44.42 44.11 62.60 2.00 2.00 0.00



amacorung S entific Drilling Internatio
Wün&uää Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:55:53 Page: 2
Field: Duchesne County, UT Co-ordinate(NE) Referendifall: GS 0-324-17, True North
Site: GS 0-32-8-17 Vertical (TVD) ReferenceßL 5252' & RKB 12' 5264.0
Well: GS Q-32-8-17 Section (VS) Reference: Well (O.OON,0.00E,135.20Azi)
Weil path: OH Plan: Plan #1

Section 2 : Start Build2.00
MD Inci Azim TVD +NI-S +E/-W VS DLS Build Turn TFD
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft deg

1237.50 12.75 135.20 1232.25 -60.12 49.77 70.64 2.00 2.00 0.00 0.00

Section 3 : Start Hold
MD Inel Azim TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft it ft ft deg/100ftdeg/100ftdeg/100ft deg

1300,00 12.75 135.20 1293.21 -59.91 59.49 84.43 0.00 0.00 0.00 0.00
1400.00 12.75 135.20 1390.74 -75.57 75.05 106.50 0.00 0.00 0.00 0.00
1500.00 12.75 135.20 1488.28 -91.23 90.60 128.57 0.00 0,00 0.00 0.00
1600.00 12.75 135.20 1585.81 -106.89 106.15 150.64 0.00 0.00 0.00 0.00
1700.00 12.75 135.20 1683.35 -122.55 121.70 172.71 0.00 0.00 0.00 0.00
1800.00 12.75 135.20 1780.88 -138.21 137.25 194.78 0.00 0.00 0.00 0.00
1900.00 12.75 135.20 1878.42 -153.87 152.80 216.85 0.00 0.00 0.00 0.00
2000.00 12.75 135.20 1975.95 -169.53 168.35 238.92 0.00 0.00 0.00 0.00
2100.00 12.75 135.20 2073,48 -185.19 183.90 260.99 0.00 0.00 0.00 0.00
2200.00 12.75 135.20 2171.02 -200.85 199.45 283,06 0.00 0.00 0.00 0.00
2300.00 12.75 135.20 2268.55 -216.51 215.01 305.13 0.00 0.00 0.00 0.00
2400.00 12.75 135.20 2366.09 -232.17 230.56 327.20 0.00 0.00 0.00 0.00
2500.00 12.75 135.20 2463,62 -247.83 246.11 349.27 0.00 0.00 0.00 0.00
2600.00 12.75 135.20 2561.16 -263.49 261.66 371.34 0.00 0,00 0.00 0.00
2700.00 12.75 135.20 2658.69 -279.15 277.21 393.41 0.00 0.00 0.00 0.00
2800.00 12.75 135.20 2756.22 -294.81 292.76 415.48 0.00 0.00 0.00 0.00
2900.00 12.75 135.20 2853.76 -310.47 308.31 437.55 0.00 0.00 0.00 0.00
3000.00 12.75 135.20 2951.29 -326.13 323.86 459.62 0.00 0.00 0.00 0.00
3100.00 12.75 135.20 3048.83 -341:79 339.41 481.69 0.00 0.00 0.00 0.00
3200.00 12.75 135.20 3146.36 -357.45 354.96 503.76 0.00 0.00 0.00 0.00
3300.00 12.75 135.20 3243.90 -373.11 370.52 525.83 0.00 0.00 0.00 0.00
3400.00 12.75 135.20 3341.43 -388.77 386.07 547.90 0 00 0.00 0.00 0.00
3500.00 12.75 135.20 3438.96 -404.43 401.62 569.97 0.00 0.00 0.00 0.00
3600.00 12.75 135.20 3536.50 -420.09 417.17 592.04 0.00 0.00 0.00 0.00
3700.00 12.75 135.20 3634.03 -436.75 432.72 614.11 0.00 0.00 0.00 0.00
3800.00 12.75 135.20 3731.57 -451.41 448.27 636.18 0.00 0.00 0.00 0.00
3900.00 12.75 135.20 3829.10 -467.07 463.82 658.25 0.00 0.00 0.00 0.00
4000.00 12.75 135.20 3926.63 -482.73 479.37 680.32 0.00 0.00 0.00 0,00
4100.00 12.75 135.20 4024.17 -498.39 494.92 702.39 0.00 0.00 0.00 0.00
4200,00 12.75 135.20 4121.70 -514.05 510.48 724.46 0.00 0.00 0.00 0.00
4300.00 12.75 135.20 4219.24 -529.71 526.03 746.52 0.00 0.00 0.00 0.00
4400.00 12.75 135.20 4316.77 -545.37 541.58 768.59 0.00 0.00 0.00 0.00
4500.00 12.75 135.20 4414.31 -561.03 557.13 790.66 0.00 0.00 0.00 0.00
4600.00 12.75 135.20 4511.84 -576.69 572.68 812.73 0.00 0.00 0.00 0.00
4700.00 12.75 135.20 4609.37 -592.35 588.23 834.80 0.00 0.00 0.00 0.00
4800.00 12.75 135.20 4706.91 -608.01 603.78 856.87 0.00 0.00 0.00 0.00
4900.00 12.75 135.20 4804.44 -623.67 619.33 878.94 0.00 0.00 0.00 0.00
5000.00 12.75 135.20 4901.98 -639.33 634.88 901.01 0.00 0.00 0.00 0.00
5100.00 12.75 135.20 4999.51 -654.99 680.44 923.08 0.00 0.00 0.00 0.00
5200.00 12.75 135.20 5097.05 -670.65 665.99 945.15 0.00 0.00 0.00 0.00
5300.00 12.75 135.20 5194.58 -686.31 681.54 967.22 0.00 0.00 0.00 0.00
5400.00 12.75 135.20 5292.11 -701.97 697.09 989.29 0.00 0.00 0.00 0.00
5408.09 12.75 135.20 5300.00 -703.24 698.35 991.08 0.00 0.00 0.00 0.00

Section 4 : Start Drop -2.00

MD Incl Azina TVD +N/-S +E/-W VS DLS Build Turn TED
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft deg

5500.00 10.91 135.20 5389.96 -716.61 71L62 1009.92 2.00 -2.00 0.00 180.00
5600.00 8.91 135.20 5488.46 -728.82 723.75 1027.13 2.00 -2.00 0.00 180.00
5700.00 6.91 135.20 5587.50 -738.59 733.45 1040.90 2.00 -2.00 0.00 180.00
5800.00 4.91 135.20 5686.97 -745.90 740.71 1051.20 2.00 -2.00 0.00 180.00
5900.00 2.91 135.20 5786.73 -750,74 745.52 1058.02 2.00 -2.00 0.00 180.00
6000.00 0.91 135.20 5886.67 -753.10 747.87 1061.35 2.00 -2.00 0.00 180.00
6045.59 0.00 135.20 5932.25 -753.36 748.12 1061.72 2.00 -2.00 0.00



scenocomog S entific Drilling Internatio
EiiñWiäi.i Planning Report

Company: Newfield Exploration Co. Date: 200& O3-08 Time: 09:55:53 Page: 3
Field: Duchesne County, UT Co-ordinate(NE) Referenman: GS Q-32-8-17, True North
Site: GS Q-32-8-17 Vertleal (TVD) ReferenceßL 5252' &RKB 12· 5264.0
Well: GS 32-8-17 Section (VS) Reference: Wen (0.00N,0,00E.135.20Azi)
Welipath: OH Plan: Plan #1

Section 5 : Start Hold

MD Inci Azim TVD +N/-8 +El-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ftdegl100ftdeg/100ft deg

6100.00 0.00 135.20 5986.67 -753.36 748.12 1061.72 0.00 0.00 0.00 135.20
6200.00 0.00 135.20 6086.67 -753.36 748.12 1061.72 0.00 0.00 0.00 135.20
6300.00 0.00 135.20 6186.67 -753.36 748.12 1061.72 0.00 0.00 0.00 135.20
6313.33 0.00 135.20 6200 00 -753.36 748.12 1061.72 0.00 0.00 0.00 135.20

Survey
MD Incl Azim TVD +NI-S +El-W VS DLS Build Turn Tool/Comment
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft

0.00 0.00 135.20 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 135.20 100.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
200.00 0.00 135.20 200.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
300.00 0.00 135.20 300.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
400.00 0.00 135.20 400.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD

500.00 0.00 135.20 500.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
600.00 0.00 135.20 600.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
700.00 2.00 135.20 699.98 -1.24 1.23 1.75 2.00 2,00 0.00 MWD
800.00 4.00 135.20 799.84 -4.95 4.92 6.98 2.00 2.00 0.00 MWD
900.00 6.00 135.20 899.45 -11.14 11.06 15,69 2.00 2.00 0.00 MWD

1000.00 8.00 135.20 998.70 -19.78 19.65 27.88 2.00 2.00 0.00 MWD
1100.00 10.00 135.20 1097.47 -30.88 30.67 43.52 2.00 2.00 0.00 MWD
1200.00 12.00 135.20 1195.62 -44.42 44.11 62.60 2.00 2.00 0.00 MWD
1237.50 12.75 135.20 1232.25 -50.12 49.77 70.64 2.00 2.00 0.00 MWD
1300.00 12.75 135.20 1293.21 -59.91 59.49 84.43 0.00 0.00 0.00 MWD

1400.00 12.75 135.20 1390.74 -75,57 75.05 106.50 0.00 0.00 0,00 MWD
1500.00 12.75 135.20 1488.28 -91.23 90.60 128.57 0.00 0.00 0.00 MWD
1600,00 12.75 135.20 1585.81 -106.89 106.15 150,64 0.00 0.00 0.00 MWD
1700.00 12.75 135.20 1683.35 -122.55 121.70 172.71 0.00 0.00 0.00 MWD
1800.00 12.75 135.20 1780.88 -138.21 137,25 194.78 0.00 0.00 0.00 MWD

1900.00 12.75 135.20 1878.42 -153.87 152.80 216.85 0.00 0.00 0.00 MWD
2000.00 12.75 135.20 1975,95 -169.53 168.35 238.92 0.00 0.00 0.00 MWD
2100.00 12.75 135.20 2073.48 -185-19 183.90 260.99 0.00 0.00 0.00 MWD
2200.00 12,75 135.20 2171.02 -200.85 199,45 283.06 0.00 0.00 0.00 MWD
2300.00 12.75 135.20 2268.55 -216.51 215.01 305.13 0.00 0.00 0.00 MWD

2400.00 12.75 135.20 2366.09 -232.17 230.56 327.20 0.00 0.00 0.00 MWD
2500.00 12.75 135.20 2463 62 -247.83 246.11 349.27 0.00 0.00 0.00 MWD
2600.00 12.75 135.20 2561.16 -263.49 261.66 371.34 0.00 0.00 0.00 MWD
2700.00 12.75 135.20 2658 69 -279.15 277.21 393.41 0.00 0.00 0.00 MWD
2800.00 12.75 135.20 2756.22 -294.81 292.76 415.48 0.00 0.00 0.00 MWD

2900.00 12.75 135.20 2853.76 -310.47 308.31 437.55 0.00 0.00 0.00 MWD
3000.00 12.75 135.20 2951.29 -326.13 323.86 459,62 0.00 0.00 0.00 MWD
3100.00 12.75 135.20 3048.83 -341.79 339.41 481.69 0.00 0.00 0.00 MWD
3200.00 12.75 135.20 3146.36 -357.45 354.96 503.76 0.00 0.00 0.00 MWD
3300,00 12.75 135.20 3243.90 -373.11 370.52 525.83 0.00 0.00 0.00 MWD

3400.00 12.75 135.20 3341.43 -388.77 386.07 547.90 0.00 0.00 0.00 MWD
3500.00 12.75 135.20 3438.96 -404.43 401.62 569.97 0.00 0.00 0.00 MWD
3600.00 12.75 135,20 3536.50 -420.09 417.17 592.04 0.00 0.00 0.00 MWD
3700.00 12.75 136.20 3634.03 -435,75 432.72 614.11 0.00 0.00 0.00 MWD
3800.00 12.75 135.20 3731.57 -451.41 448.27 636.18 0.00 0.00 0.00 MWD

3900.00 12.75 135.20 3829.10 467.07 463.82 658.25 0.00 0.00 0.00 MWD
4000.00 12.75 135.20 3926.63 -482.73 479.37 680.32 0.00 0.00 0.00 MWD
4100.00 12.75 135.20 4024.17 -498.39 494.92 702.39 0.00 0.00 0.00 MWD
4200.00 12.75 135.20 4121.70 -514.05 510.48 724.46 0.00 0.00 0.00 MWD
4300.00 12.75 135.20 4219.24 -529.71 526.03 746.52 0.00 0.00 0.00 MWD

4400.00 12.75 135.20 4316.77 -545.37 541.58 768.59 0.00 0.00 0.00



se.enwoomno S entific Drilling Internatio
maam- Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:55:53 Page: 4
Field: Duchesne County, UT Co-ordinate(NE) ReferenâMail: GS Q-32-8-17, True North
Site: GS 0-32-8-17 Vertical (TVD) Referenceßt 5252' &RKB 12' 5264.0
Well: GS Q-32 8-17 Section (VS) Reference: Wen (0.00N,0.00E,135.20Azi)
Weli path: OH Plan: Plan #1

Survey

MD Inci Azim TVD +N/-8 +E/-W VS DLS Build Tura Teol/Comment
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft

4500.00 12.75 135.20 4414.31 -561.03 557.13 790.66 0.00 0.00 0.00 MWD
4600.00 12.75 135.20 4511.84 -576,69 572,68 812.73 0.00 0.00 0.00 MWD
4700.00 12.75 135.20 4609.37 -592.35 588.23 834.80 0.00 0.00 0,00 MWD
4800 00 12.75 135.20 4706.91 -608.01 603.78 856,87 0.00 0.00 0.00 MWD

4900 00 12 75 135 20 4804.44 -623.67 619.33 878,94 0,00 0.00 0.00 MWD
5000 00 12.75 135.20 4901.98 -639.33 634.88 901.01 0.00 0.00 0.00 MWD
5100 00 12.75 135.20 4999.51 -654.99 650.44 923.08 0.00 0.00 0.00 MWD
5200.00 12.75 135.20 5097.05 -670.65 665.99 945.15 0.00 0.00 0.00 MWD
5300.00 12 75 135.20 5194.58 -686.31 681.54 967.22 0.00 0.00 0.00 MWD

5400.00 12.75 135.20 5292.11 -701.97 697.09 989.29 0.00 0.00 0.00 MWD
5408.09 12.75 135.20 5300.00 -703.24 698.35 991.08 0.00 0.00 0.00 MWD
5500.00 10.91 135.20 5389.96 -716.61 711.62 1009.92 2.00 -2.00 0.00 MWD
5600.00 8.91 135.20 5488.46 -728.82 723.75 1027.13 2.00 -2.00 0.00 MWD
5700.00 6.91 135.20 5587.50 -738.59 733.45 1040.90 2,00 -2.00 0.00 MWD

5800.00 4.91 136.20 5686.97 -745.90 740.71 1051.20 2.00 -2.00 0.00 MWD
5000.00 2.91 135.20 5786.73 -750.74 745.52 1058.02 2.00 -2.00 0.00 MWD
6000.00 0.91 135.20 5886.67 -753.10 747.87 1061,35 2.00 -2.00 0.00 MWD
6045.59 0.00 135.20 5932.25 -753.36 748.12 1061.72 2.00 -2.00 0.00 MWD
6100.00 0.00 135.20 5986.67 -753.36 748.12 1061.72 0,00 0.00 0.00 MWD

6200.00 0.00 135.20 6086.67 -753.36 748.12 1061.72 0.00 0.00 0.00 MWD
6300.00 0.00 135.20 6186.67 -753.36 748.12 1061.72 0.00 0.00 0.00 MWD
6313.33 0.00 135.20 6200.00 -753.36 748.12 1061.72 0.00 0.00 0.00
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NEWFIELD PRODUCTION COMPANY
GILSONITE STATE #Q-32-8-17

NW/SW SECTION 32, TSS, Rl7E
DUCHESNE COUNTY, UTAH

TEN POINT DRILLING PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0 - 1700'
Green River 1700'
Wasatch 6500'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 1700' - 6500' - Oil

4. PROPOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&C collars; set at 290' (New)
Production Casing:5-l/2" J-55, 15.5# w/LT&C collars; set at TD (New or used, inspected).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's minimum specifications for pressure control equipment are as follows:

An 8" Double Ram Hydraulic unit with a closing unit will be utilized. Function test of'BOP's will
be check daily.

Refer to Exhihit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

The well will be drilled with a fresh water/polymer system will be utilized. If necessary, to
control formation fluids, the system will be weighted with the addition ofbentonite gel, and if
conditions warrant, barite. This fresh water system typically will contain Total Dissolved Solids
(TDS) of less than 3000 PPM. Neither potassium chloride nor chromates will be utilized in the
fluid system. The anticipated mud weight is 8.4 ppg and weighted as necessary for gas control.

MUD PROGRAM MUD TYPE
Surface - 3200' fresh water
3200' - TD' fresh water system

From about surface to TD, a fresh water system will be utilized. Clay inhibition and hole stability
will be achieved with a KCL substitute additive. This fresh water system will typically contain
Total Dissolved Solids (TDS) of less than 3000 PPM, Anticipated mud weight is 8.4 lbs/gal. Ïf
necessary to control formation fluids or pressure, the system will be weighted with the addition of
bentonite gel, and if pressure conditions warrant, with barite. No chromate additives will be used
in the mud



Ten Point Well Program &
Thirteen Point Well Program
Page 2 of 7

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit loat, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @290' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testingor
coring is planned for this well

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered; or that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the first quarter of 2006, and take
approximately seven (7) days from spud to rig
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NEWFIELD PRODUCTION COMPANY
GILSONITE STATE #Q-32-8-17

NW/SW SECTION 32, TSS, Rl7E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACEPROGRAM

l. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Gilsonite State Q-32-8-17located in
the NW ¼ SW ¼ Section 32, T8S, Rl7E, S.L.B. & M., Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southeasterly along Hwy 53 - 10.7 miles ±to it's
junctionwith an existing road to the west; proceed in a northwesterly direction -0.7 miles ± to it's
junctionwith the beginning of the access road to the existing 12-32-8-17 well location; proceed
along the access road to the proposed Q-32-8-17well.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in thevicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

The is no proposed access road for this location. The proposed well will be drilled off of the
existing 12-32-8-17 well pad. See attached Topographic Map "B".

There will be no new gates or cattle guards required.

3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

The proposed well will be drilled directionally off of the existing 12-32-8-17 well pad. There will
be a pumping unit and a short flow line added to the existing tank battery for the proposed Q-32-8-
17.

It is anticipated that this well will be a producing oil
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Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum I10% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Fresh water purchased from the Johnson Water District will be used for drilling. A temporary
poly pipeline may be used for water transportation from our existing supply line from Johnson
Water District, or trucked from Newfield Production Company's injection facilities - EXHIBIT
A.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

The proposed Gilsonite State Q-32-8-17will be drilled off of the existing 12-32-8-17well pad.
No additional surface disturbance will be required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or Icss) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellborc. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
Guidswill be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. Therefore, it is proposed that no synthetic liner be required in the reserve
pit, However, if upon constructing the pit there is insufficient fine clay and silt present, a liner
will be used for the purpose of reducing water loss through percolation.

Newlield requests approval that a flare pit not be constructed or utilized on this location.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class 11wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACTLITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
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9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed witc on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches,

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All witc shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on threc (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cicanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the rescive pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah

12. OTHER ADDITIONAL INFORMATION:

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic
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archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized Officer.

b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilitics. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals,

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
conuncrcial facilitics.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessccs. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the Gilsonite
State Q-32-8-17,Newfield will not use, produce, store, transportor dispose 10,000# annually of
any of the hazardous chemicals contained in the Environmental Protection Agency's consolidated
list of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization
Act (SARA) of 1986. Newfield also guarantees that during the drilling and completion of the
Gilsonite State Q-32-8-17Newfield will use, produce, store, transport or dispose less than the
threshold planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR
355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State otYiceshall be notified upon site completion prior to moving on the drilling rig.

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Shon McKinnon Brad Mecham
Address: Newfleld Production Company Newfield Production Company

Route 3, Box 3630 Route 3, Box 3630
Myton, UT 84052 Myton, UT 84052

Telephone: (435) 646-3721 (435) 646-4811

Certification

Please be advised that Newfield Production Company is considered to bc the operator of well #Q-
32-8-17, NW/SW Section 32, TSS, RI7E, LEASE #ML-22060, Duchesnc County, Utah and
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responsible under the terms and conditions of the lease for the operations conducted upon the
leased lands. Bond coverage is provided by Hartford Accident #4471291.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Newfield Production Company and its contractors and subcontractors in
conformity with this plan and the terms and conditions under which it is approved. This statement
is subject to the provisions of the 18 U.S.C. 1001 for the filing of a false statement.

Date Mandie Crozier
Regulatory Specialist
Newfield Production
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NEWFIELD PRODUCTION COMPANY

GILSONITE STATE 12-32-8-17 (N-32; Q-32)
Section 32, TBS, Ri7E, S.L.B.&M.

PROPOSED ACCESS
ROAD (Max. 6% Grade)

C/2. 9
/0.2

STA. 2+90

le P/Ÿ TOPSO/L
srocx itr

I
| ? C/0. 7

STA. 2+22

l+El/ HEAD: Rump |
EX/S1 GRADE = 5251.7 Jack

/N. GRADE = 5251.O'

C/0. 4 _ n se

1
C/5.0 so e,, 29.

ST1A +60

Top of 120' ÛÑA C/0.5
Cut Slope ¯ ¯ ¯

Wel/ N-J2

Edge of
xisting Pad ÈXCESá

2' Berm Around E///
Portion of Location

ROUND CORNER TO
AVO/O EXCESS F/LL 700 Of

F/0.2 sT o+oo E/// slope

rÒPSO/L
S10CKP/LE

SURVEYEO 80 CM SCALE 50' o Sta,te (4]S) 761-250/

DRAWN BU R TM DATE 12-8-05 Land Surveying, Inc.
\ 180 NORTH VERNAL AVE, VERNAL,UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS
GILSONJTE STA TE 12- 32- 8-1?' (N-- 32; Q- 32)

1" = 50' SM. 2+90

1" = 5o' SM . 2+22

F/N/SHEO GRA

LL HOLE

1" = so' SM. 1+60

1" = so' SM. 0-/-00
ESTIMATED EARTHWORKQUANTITIES

(No Shrink or swell adjustrnents have been used)
(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 770 1,150 ToPeoil is -380

UNLESS OTHERWISE NOTED not included
PIT 640 0 in Pad Cut 640

ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 1,410 1,150 380 260

SURVEYEO BK C.M. SCALE: 1" = 50' rt Shr,te f""J'"'-2'°'

Land Surveying Inc.ORAWN BK ETM. OA1E 12-8-05
\ 180 NORTH VERNAL AVE. VERNAL, UTAH
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TYPICAL RIG LAYOUT
GILSONITE STATE 12-32--8-17' (N-32; Q-32)

PROPOSED ACCESS
ROAD (Max. 6% Grade)

AGE

E eneny fuel

so'

erL

TOILET - -
| - _ _6

ESER I
Existing - R/T

--- 150' o Well 12-J2 29 **PĀ

135 ¯¯ o
15' i // 0- J2

Well N-32

PIPE RACKS \

PIPE RACKS

I I

I
I

SURVEYED BK c.M. SCALE: 1" = 50' re Sta,te ** "'¯2

Land Surveying, Inc.
ORA WN BK E TM. DA TE: 12-8-05

N 180 NORTH VERNAL AVE. VERNAL, UTAH
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/21/2005 API NO. ASSIGNED: 43-013-33013

WELL NAME: GILSONITE ST Q-32-8-17

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWSW 32 080S 170E Tech Review Initials Date
SURFACE: 1882 FSL 0781 FWL

BOTTOM: 1325 FSL 1323 FWL Engineering r

COUNTY: DUCHESNE
Geology

LATITUDE: 40.07232 LONGITUDE: -110.0363

UTM SURF EASTINGS:582180 NORTHINGS: 4436019 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-22060 PROPOSED FORMATION: GRRV

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

47 Plat R649-2-3.

vt Bond: Fed[] Ind[] Sta[] Fee[]
Unit: GILSONITE

(No. BOO1834 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. EXCeption

(No. MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Ai Intent to Commingle (Y/N) R649-3-11. Directidhal Drill

COMMENTS:

STIPULATIONS: S



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/21/2005 API NO. ASSIGNED: 43-013-33013

WELL NAME: GILSONITE ST Q-32-8-17

OPERATOR: NEWFIELD PRODUCTION ( N2695 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION:

NWSW 32 0805 170E INSPECT LOCATN BY: / /
SURFACE: 1897 FSL 0755 FWL Od oggS Md Tech Review Initials Date
BOTTOM: 1325 FSL 1323 FWL

DUCHESNE Engineering

MONUMENTBUTTE ( 105 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML-22060

SURFACE OWNER: 3 - State
LATITUDE: 40.07236

PROPOSED FORMATION: GRRV

COALBED METHANE WELL? NO LONGITUDE: -110.0364

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[] Ind[] Sta[] Fee[]
Unit GILSONITE

b Potash (Y/N) R649-3-2. General

|\ Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

L/ Water Permit R649-3-3. Exception

No.MUNICIPAL ) /^Drilling Unit
yi RDCC Review (Y/N)

Board Cause No: 9 ((Date:
Eff Date:

\) A Fee Surf Agreement (Y/N) Siting: Sygpa ÅÁ
18 Intent to Commingle (Y/N) /*R649-3-11. Directional Drill

COMMENTS: C AN-t ( Û '

STIPULATIONS:
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OPERATOR: NEWFIELDFROD CO (N2695)

SEC: 32 T.8S R.17E

FIELD:MONUMENT BUTTE (105)

COUNTY: DUCHESNE

CAUSE:229-1 / 4·6·1993 Wells Status
12,N HOEN Utah OilGas and Mmmy

x LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status FLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACITVE GAS STORAGE e FRODUCING OIL
COMBINED M

COOMARY
\v FI AO

D
PENDISNG

)s( TEMF BANDONED

ST
RMI TED PF GEUTHERML & WATER INJECTION S

PP OIL g WATER SUPFLY PREPARED BY: DEANA WHETNEY
SECONDARY WATER DISPOSAL DATE 27-DECEMBER-2DD5[¯¯]TERMINATED

...
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DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: NEWFIELD PRODUCTION COMPANY
WELL NAME & NUMBER: GILSONITE STATE 0-32-8-17
API NUMBER: 43-013-33013
LOCATION: 1/4,1/4 NWSW See: 32 TWP: 8S RNG: 17E 1897' FSL 755' FWL

Geologv/Ground Water:

Newfield proposes to set 290' of surface casing at this location. The depth to the baseof the moderately saline
water at this location is estimated to be at a depth of 300'. A search of Division of Water Rights records shows
one water well within a 10,000 foot radius of the center of section 32. This well is approximately one mile from
the proposed location and it's depth is not listed. The well is owned by the BLM and it's listed use is for stock
watering. The surface formation at this site is the Uinta Formation. The Uinta Formation is made up of
interbedded shales and sandstones. The sandstones are mostly lenticular and discontinuous and should not be a
significant source of useable ground water. The proposed easing and cement program should adequately protect
any useable ground water and nearby wells.

Reviewer: Brad Hill Date: 01/18/06

Surface:

The pre-site investigation of the surface was performed on 01/11/2006. This site is on State surface, with State
minerals. SITLA representative Jim Davis was present, but voiced no concerns with this location. Ben Williams of
DWR stated that this area is critical Pronghorn habitat but stated no concerns with this site.

Reviewer: Richard Powell Date: 01/11/2006

Conditions of ApprovallApplication for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the
reserve



O O
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: NEWFIELD PRODUCTION COMPANY
WELL NAME & NUMBER: GILSONITE STATE Q-32-8-17
API NUMBER: 43-013-33013

LEASE: ML-22060 FIELD/UNIT: MONUMENT BUTTE
LOCATION: 1/4,1/4 NW/SW Sec: 32 TWP: 8S RNG: 17E 1897' FSL 755' FWL
LEGAL WELL SITING: General State Siting Rule suspended.
GPS COORD (UTM): 4436030Y 0582165X SURFACE OWNER: SITLA.

PARTICIPANTS

Richard Powell (DOGM), Shon McKinnon (Newfield), Jim Davis (SITLA), Ben
Williams (DWR).

REGIONAL/LOCAL SETTING & TOPOGRAPHY

The area surrounding this location is typified by low-lying hills with
exposed rock ledges and shallow drainages, and is in the midst of
numerous previously completed oil wells. Myton, UT is approximately 13
miles by road to the north.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife Grazing, oil and gas production. The
location is the site of a producing oil well (Gilsonite State 12-32-8-
17).

PROPOSED SURFACE DISTURBANCE: Location will be 320' by 229'. There is
no new proposed access road for this location.

LOCATION OF EXISTING WELLS WITHIN A 1-MILE RADIUS: See attached map from
GIS database.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: All production
facilities will be on location and added after drilling well.

SOURCE OF CONSTRUCTION MATERIAL: All construction material will be
borrowed from site durinq construction of location.

ANCILLARY FACILITIES: None will be required.

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OF CONCERNS?
(EXPLAIN): Unlikely.

WASTE MANAGEMENT PLAN:

Drilled cuttings will be settled into reserve_pit. Liquids from pit will
be allowed to evaporate. Formation water will be confined to storage
tanks. Portable toilets, sewage holding tanks, and onsite sewage
treatment equipment will be handled by commercial contractors and
regulated by the appropriate health authority. Trash will be



in trash baskets disposed of at an appro landfill.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: none

FLORA/FAUNA: Sagebrush, bunch grass, rabbit brush, halogeton, prickly
pear / Rodents, Raptors, Coyote, Songbirds, Rabbit, Bobcat, Pronghorn.

SOIL TYPE AND CHARACTERISTICS: Light brown sandy clay.

EROSION/SEDIMENTATION/STABILITY: Very little natural erosion.
Sedimentation and stability are not a problem and location construction
shouldn't cause an increase in stability or erosion problems.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT

CHARACTERISTICS: 80' BY 40' and eight feet deep.

LINER REQUIREMENTS (Site Ranking Form attached): A liner will be
required for reserve pit. Site ranking score is 45.

SURFACE RESTORATION/RECLAMATION PLAN:

SURFACE AGREEMENT: As per SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY: unknown

OTHER OBSERVATIONS/COMMENTS

As proposed there will be three wells_on this location, Gilsonite
State 12-32-8-17 (P-OW), Gilsonite State N-32-8-17, and this well.

ATTACHMENTS

Photos of this site were taken and placed on file.

RICHARD POWELL 01/11/06 10:25 AM
DOGM REPRESENTATIVE



uation Ranking Criteria and Ranking e
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 ___0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Münicipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 __0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 20

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 _20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 ___5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 __0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 45 (Level I Sensitivity)

Sensitivity Level I = 20 or more; total containment is required.
Sensitivity Level H - 15-19: lining is discretionarv.
Sensitivity Level III = below 15;no specific lining is
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Well name: 03-06 Newfield Gilsonite St Q-32-8-17
Operator: Newfield Production
String type: Surface Project ID:

43-013-33013
Location: Duchesne County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 79 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 290 ft

Design factor 1.00 Cement top: Surface
Burst

Max anticipated surface
pressure: 255 psi

Internal gradient: 0.120 psi/ft Tension: Non-directional string.
Calculated BHP 290 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,200 ft
Tension is based on buoyed weight. Next mud weight: 8.400 ppgNeutral point: 253 ft Next setting BHP: 2,705 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 290 ft
Injection pressure 290 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth DIameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (ft')
1 290 8.625 24.00 J-55 ST&C 290 290 7.972 14

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 127 1370 10.826 290 2950 10.17 6 244 40.12 J

Prepared Clinton Dworshak Phone: (810) 538-5280 Date: March 14,2006
by: Utah Div. of Oil &Mining FAX: (801) 359-3940 Salt Lake City, UtahRemarks:

Collapse is based on a vertical depth of 290 ft, a mud weightof 8.4 ppg The casing is considered to be evacuated for collapse purposes.Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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Well name: 03-06 Newfield Gilsonite St Q-32-8-17
Operator: Newfield Production
String type: Production Project ID:

43-013-33013
Location: Duchesne County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 162 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 438 ft

Burst
Max anticipated surface

pressure: 1,961 psi
Internal gradient: 0.120 psilft Tension: Directional well information:
Calculated BHP 2,705 psi 8 Round STC; 1.80 (J) Kick-off point 0 ft

8 Round LTC: 1.80 (J) Departure at shoe: 1062 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 2 °/100ft

Premium: 1.50 (J) Inclination at shoe: 0 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,522 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (In) (ft')
1 6313 5.5 15.50 J-55 LT&C 6200 6313 4.825 197.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2705 4040 1.493 2705 4810 1.78 84 217 2.59 J

Prepared Clinton Dworshak Phone: (810) 538-5280 Date: March 14,2006
by: Utah Div. of Oil &Mining FAX: (801) 359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 6200 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop& Kemler method of biaxial correction for tension,

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibilityfor use of thisdesign wi/Ibe thatof the
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NEWFIELD

ROCKY MOUNTAINS

February 10, 2006

Ms. Diana Whitney
State of Utah - Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Gilsonite State #G-32-8-17: 1943' FNL, 1918' FWL (surface)

1326' FNL, 1322' FWL (bottomhole)
Gilsonite State #H-32-8-17: 1943' FNL, 1916' FWL (surface)

1326' L, 2644' FgL (bottomhole)
Gilsonite State #M-32-8-17: 2178' L, 2273' FEL (surface)

2649' FSL, 2643' FEL (bottomhole)
Gilsonite State #Q-32-8-17:1897' FSL, 755' FWL (surface)

1325' FSL, 1323' FWL (bottomhole)
Gilsonite State #N-32-8-17: 1917' FSL, 750' FWL (surface)

2650' FSL, 1323' FWL (bottomhole)
Duschene Cty., Utah

Dear Ms. Whitney:

Pursuant to the filing by Newfield Production Company (hereinafter "NPC") of five
Applications for Permit to Drill (dtd 12/21/2005) concerning the wells referenced above,
NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule
R649-3-3 pertaining to the Exception Location and Siting of Wells and R649-3-11,
Directional Drilling.

These wells are located in Section 32: T8S-Rl7E; the entire section is covered by state
lease ML-22060 and the entire section is also knownas the Gilsonite Unit.

NPC is permitting these well as directional wells in order to minimize surface
disturbance. Locating the wells at these surface locations and directionally drilling from
these locations, NPC will be able to utilize the existing the existing road and pipelines in
the area.

Page 1 RECSVED
FEB13 2006

DE OFOlL,GAS&MINING

Newfield E×ploratlon Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fax (303)
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Please note that the working interest owners within this unit are: Key Production
Company, Wilbanks Reserve Corp., ROEC, Inc., Jasper N. Warren, King Oil & Gas of
Texas, Ltd. and Rust to Gold, LLC. We have contacted these owners and their consents
to these locations are attached.

Therefore, based on the above stated information NPC requests the permit be granted
pursuant to R649-3-11.

Sincerely,

Ne Production Company

Laurie Deseau
Properties Administrator

Enclosures

Page
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Fax to: 303-893-0103
Newfield Production Company

Attn: Laurie Deseau

I
RE: Gilsonite State #H-32-8-17

Gilsonite State #M-32-8-17
Gilsonite State #Q-32-8-17
Gilsonite State #N-32-8-17
Gilsonite State #G-32-8-17
T8S-R17E, Section 32: All
Gilsonite Unit, Duschene Cty., Utah

Please be advised that ,Y dþQ UÑ A idoesnot have an objection to the
proposed directional locations of the aforementioned



FEB.10.2006 1'53PM WILBANKS RESERVE NO.652 P.2

.

· O e

I

Fax to: 303-893-0103
Newfield 14oductionCompany

Attn: LaurieDeseau

RE: GilsoniteState#H-32-8-17
Gilsonite State #M-32-8-17
GilsoniteState #Q-32-8-17
GilsoniteState#N-32-8-17
Gilsonite State #G-32-8-17
TSS-RI7E,Section 32: All
GilsoniteUnit, Duschene Cty.,Utah

Pleasebe advised that wiltaat.s Reserve Corp. doesnot have an objection to the

proposeddirectionallocationsof the aforementionedwells.

Date: . February 10, 2006

Doug as M, Ward, )fgr. of Engineering

Plint Name andTitle

I

I
I

I
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82/09/2006 14: 38 30389' 3 NEWFIELDROCKYMT PAGE 03/1b

Fax to: 303-893-0103
Newfield Production Company

Attn: LaurieDeseau

RE: GilsoniteState #H-32-8-17
GilsoniteState#M-32-8-17
GilsoniteState#Q-32-8-17
GilsoniteState#N-32-S-17
Gilsonite State #0-32-8-17
T8S-RI7E,section32: All
Gilsonite Unit, DuscheneCty., Utah

Please be advised that does not havean objection to the
proposed directionallocationsof theaforementionedwells.

Print Name and



Jan 13 08 04:02p Goldrus 281-807-4477 p.2
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Fax to: 303-893-0103
Newfield ProductionCompanyAttn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State #M-32-8-17
Gilsonite State #Q-32-8-17
Gilsonite State#N-32-8-17
Gilsonite State #G-32-8-17
TSS-RI7E, Section 32: All
Gilsonite Unit, Duschene Cty., Utah

Please be advised thats /fra ¿E does not have an objection to theproposed directional locati s of the aforernentioned wells.

By:
. Date:

P t Name and



l-30-2006 6:48PM FROM ALLAN C KING 7132665023 P. 1

O

Fax to: 303.893-0103
Newfield Production Company

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
ÔilsoniteState #M-32-8-17
Gilsonite State #Q-32-8-17
Gilsonite State #N-32-8-17
Gilsonite State #G-32-8-17
T8S-R17E, Section 32: All
Gilsonite Unit,Duschene Cty., Utah

Please be advised that (tw Û-/ Gw.xOf not have an objection to the
proposed directional locationfof the aforemenfoned wells.

Date: f•Jo-OF

Print Name and
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Fax to: 303-893-0103
Newfield Production Company

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State #M-32-8-17
GilsoniteState#0-32-8-17
GilsoniteState #N-32-8-17
Gilsonite State #G-32-8-17
TSS-R17E, Section 32: All
GilsoniteUnit, Duschene Cty., Utah

Please be advised tha er a , i does not have an objection to theproposed directional locations of the afore'mentionedwells.

Print Name and



Diana Whitney - WellClearance Page 1

From: Ed Bonner
To: Whitney, Diana
Date: 2/22/2006 4:16:52 PM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

Newfield Production Company
Gilsonite State G-32-8-17
Gilsonite State H-32-8-17
Gilsonite State M-32-8-17
Gilsonite State N-32-8-17
Gilsonite State Q-32-8-17
Castle Draw State G-2-9-17
Monument Butte State 1-36-8-16
Monument Butte State L-36-8-16
Monument Butte State S-36-8-16

Westport Oil & Gas Company
NBU 1022-16J
NBU 1022-16L
NBU 1022-16P
NBU 1022-18B
NBU 1022-18D
NBU 1022-18E
NBU 1022-18G
NBU 1022-18H
NBU 1022-181
NBU 1022-18J
NBU 1022-18N
NBU 1022-180
NBU 1022-18P

Ifyou have any questions regarding this matter please give me a call.

CC: Davis, Jim; Garrison, LaVonne; Hill,Brad; Hunt,
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NEWFIELD

March 18, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Amended Application for Permit to Drill, Gilsonite State #N-32-8-17 and
#Q-32-8-17.

Dear Diana:

Enclosed find the amended Form 3 and plats for the Gilsonite State #N-32-8-17 and Q-
32-8-17 APD's. Since submission proposed surface footages and GL elevation has
changed. Everything else will remain the same. If you have any questions, feel free to
give either Shon McKinnon or myself a call.

Mandie Crozier
Regulatory Specialist

enclosures

RECElVED
MARI 42008

DIV.0F0lL,GAS&MINING

Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)



STATE OF UTAII

DIVISIONOF OIL, GAS AND MINING 5 LEASliDISIGNATIONANDRERIALND

ML-22060
6 IFINDIAN.ALLOTTEEURTRIBE NAMI

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A
la TYPE OFWORK DRILL | x |DEEPEN | | " UNITAGREEMENTNAhlE

Ib IVPP OE WEl,L Gilsonite
SINGLE MUI-TIPIÆ × FARMURLEASENAMit

OIL X GAS OTHER ONE X ZONE N/A
2 NAMEOFDPERAroR 0 WELLNO

Newfield Production Company Gilsonite State #Q-32-8-17
3 ADDRESS AND Thi.lf Pl lONE NUMBER 10 FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4. LU CAT lf 3NOF WEL L (FOOTAGE ) gg g) 20 Og ), Ô 11 gnUQTít SEC'110N, TOWNSHIP, RANGE. MERIDIAN

pSropao

d Producing

ZoneNWISW 1882' 3S2L5
FSL

132L3'
SW

£22-AWK90699!,{ 40.[UO~IAI
-110.0343;/ Sec.32,T8S,R17E

11 13ISTANCEIN MILES AND DIRECTION FROM NEAREST TOWN OR POfff'OFFICE* 12. County 13 STATE

Approximately 13.0 miles southeast of Myton, UT Duchesne UT
15.DISTANCE FROM PROPOSill3*1.OCATIONTO NEAREST PROPERTY 16 NO OF ACRES IN LEASE 17 NO. OF ACiti.S ASSIGNEDTO THIS WELL

UR LEASli I,INil, FT (Also le nearest drlg. unit line, if any)

Approx. 1323' f/lse line and 1323' flunit line 598.67 20
18.DISTANCE I ROM PROPOSED LOCATION*TO NiiARIIST WEl,I., 19 PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

DRILLING.COMPLETED.ORAPPLIEDFORON1IllSI,HASli,FT

Approximately 1122' (Down Holc) 6500' Rotary
21. ELEVATIONS (Show whether 13F,RT, GR, etc ) 22, APPROX DATE WORK WILL START*

5249' GL |1stQuarter2006
x PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF EloLE SIZE O¥ CASING WELUHT/FOUI SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx lead followed by 450 sx tail

See Detail Below
DESCRIBE PROPOSED PROGRAM. If proposal is to deepen, give date on present productive zone and proposed new productive zone. If proposal is to dnil or deepen directionally, give peitinent data on

subsurface locations and measured and true vertical depths, Give blowout preventer program, if any

*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & 1/4#/sk Cello-flake
Weight: 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite TI Cement + 31bs/sk BA-90 + 3% KCI +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite + .5% Sodium Metasilicate
Weight: 1I 0 PPG YIELD: 3.43 Cu Ft/sk H2O Req: 21.04 gal/sk

Tail: 50-50 Poz-Class G Coment + 3% KCl +
.25 lbs/sk Cello Flake + 2% Bentonite + _3% Sodium Metasilicate

Approved by the 1
Utah . n

RECEIVED
Dil, Gas and van

Div.0FOL



TBS, Ri7E, S.L.B.&M. NFRED PRODUCTIONCOXPMY
S89°55'W

- 80.06 (G.LO.) WELL LOCATION, GILSONITE STATE
' Q- 32-8-17, LOCATEDAS SHOWN IN

THE SW 1/4 OF SECTION 32, T8S, R17E,
\ tori

S.L.B,&M. DUCHESNE COUNTY UTAH.

N 't \ NEl.LLOCATIOV:
\ \ GLSON/7ESTA7E Q-J2-8-17

ELEV UNGRADED GROUND = 5248.6 o
LOT2

Note:
8 AR SCALE

1. The West 1/4 Corner of Section 32
tar 5 bears NA5°0700"W 3738.46' from the

South 1/4 Corner of said Section.
2. Some lots were not labeled due to

Lor J the illegibility of the C.L,0. Plat.
1910 e ss cop 3. The Proposed Well head bears
Brase c S45 34 26"E 1094.90° from the West
OR/LL/NG 1/4 Corner of Section 32.
MFNDOW \ \ LOTa 4. The bottom of hole bears S44°24'23"E

774.88' from the well head.

781
LOF6

Comp.
THIS IS TO CERTIFY THA WAS

of Hole = \ PREPARED FROM FIELD & RVEYS
1323 MADEBY ME OR UN N THAT
comp.) THE SAME ARE TRU RRECT T H T OF

Bottom \ MY KNOWLEDGEAN ..I .No.189377 |
of Hole

CY W.

REGIS D LA
REGlS A N o.

cap \ ss Cap
STATE F E OF

N89 41'J/"E - 2641.95' (Meas.)
'

TRI STATEIANDSURVEYING& CONSULTINGNS9°58'E (G.L.O.)
180 NORTH VERNAL AVE. - VERNAL, UTAH 84078

(435) 781-2501

I
GILSOW/7ESTITE Q-J2-8-17 DATE SURVEYED:

= SECTlON CORNERS LOCATED (surfaceLocation) NAD BJ 11-23-05 SURVEYEOBY: C.M.

LAT/TUL)E =
40° 04' 20.28" DATE DRAWN:

BASIS OF ELEV; LONGITUDE = 110' 02' /J.48" 12-8-05 DRAWN BY: F.T.M.

U.S.G.S. 7-1/2 min QUAD (MYTON SE) REVISED: SCALE: 1" = 1000'03-08-06
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NEWFIELD PRODUCTION COMPANY

CILSONITE STATE 12-32--8-17 (N--32; Q-32)
Section 32, TBS, Ri?E, S.L.B.&M.

EX/S71NGACCESS /
ROAD (Max. 6X Grade)

STA. 2+90
Mon ,-

HoleDk
ROUND Com£2 TO |avan rxcess nu INOUND C VM 70 17 I SOE

Al D EXC£55 FILL STOCNP/LE
,

aso. I

STA. 2+22 b

l pump
Jack

F/d 2 |
90' ma 32

STA. 1+60
120°

Existmg as 12-32 29' & ee /

F/0. 5 a va c F/1. 2
WELL HEA D: | | C/0.2EX/ST GRADE = 5251.7'
F/N. GRADE = 5251.6'

2' Berm Around Fix b ÈXCES
ætan or tocotton gl - MATERIAL

Edge of
\ Existing Pad

50' on

ÑOUROCŒNN TO
avon rxcess nu

\,.. Top ofnævn cosm o

STA. OO

-AloD£xessni' C pe

Slope

F/5. 1

I I
SURVEYED BE C.« SCALE: 1" = 50' Sta,te (**'''-2

DRAWN BK F KM. DAR¯ 03-10-06 Lo,nd Surveying, Inc.
A 180 NORTHVERNAL AVE. \ERNAL. UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS

Gl SONITE STATE 12-32-8-17 (N--32; Q-32)

so' SM. 2+90

l-
L ll-Il

so' SM . 2+22

F1NISHED GRADE

-lll ll.

Y so SM. 1+60

e - so' SM. 0+00 ESTIMATEDEARTHWORKQUANDRES
(No Shrink or swell adjustrnents have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 150 630 ToPuoli is -480

UNLESS OTHERWISENOTED PIT 640 0
otCeluded

ALL CUT/FILL SLOPES ARE
AT 1 5:1 TOTALS 790 630 160 160

SURVEYED BE C.M. SCALE V = 5a i State <"">'"26 '
Iand Surveying Inc.DRARN BK E TM DATE 03-10-06

> 180 NORTH VERNALAVE. VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

TYPICAL RIG LA YOUT
G2LSONITE STATß 12-32-8--17 (N-32; 9--32)

EX/S71NG ACCESS /
ROAD (Max. 6% Grade)

Etnergency fuel

I shut down
STORAGE b r---------

ANK Fuel Line

50'

O TOILET - -

90° KN J2

10 5' 8 Well o
- - x - R£SER [

PIT
- 120' 29

PIPE RACKS

PIPE RACKS
La

I
ei I e

i i
SURVEYED By cy SCALE: 1" = 50' t Sta,te (*"a"'¯2 '

La,nd Surveying, Inc.DRA NN BK T TM. DA 1E 03-10-06
180 NORTH VERNAL AVE. VERNAL, UTAH
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NEWFIELD

ROCKY MOUNTAlNS

March 20, 2006

Ms. Diana Whitney
State of Utah - Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Gilsonite State #G-32-8-17: 1925' FNL, 1872' FWL (surface)

1326' FNL, 1322' FWL (bottomhole)
Gilsonite State #H-32-8-17: 1923' FNL, 1893' FWL (surface)

1326' FNL, 2644' FWL (bottomhole)
Gilsonite State #M-32-8-17: 2178' FSL, 2273' FEL (surface)

2649' FSL, 2643' FEL (bottomhole)
. Gilsonite State #Q-32-8-17:1882' FSL, 781' FWL (surface)

1325' FSL, 1323' FWL (bottomhole)
Gilsonite State #N-32-8-17: 1887' FSL, 802' FWL (surface)

2650' FSL, 1323' FWL (bottomhole)
Duschene Cty., Utah

Dear Ms. Whitney:

Pursuant to the filing by Newfield Production Company (hereinafter "NPC") of five
Applications for Permit to Drill (dtd 12/21/2005) concerning the wells referenced above,
NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule
R649-3-3 pertaining to the Exception Location and Siting of Wells and R649-3-11,
Directional Drilling.

These wells are located in Section 32: T8S-Rl7E; the entire section is covered by state
lease ML-22060 and the entire section is also known as the Gilsonite Unit.

NPC is permitting these well as directional wells in order to minimize surface
disturbance. Locating the wells at these surface locations and directionally drilling from
these locations, NPC will be able to utilize the existing the existing road and pipelines in
the area.

Page 1

RECEIVED
MAR2 2 2006

DIV.0FOIL,GAS&MINING

Newfield E×ploration Cornpany 1401 17th Street Suite 1000 Denver CO 80202 (303) 893-0102 Fa× (303)
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Please note that the working interest owners within this unit are: Key Production
Company, Wilbanks Reserve Corp., ROEC, Inc., Jasper N. Warren, King Oil & Gas of
Texas, Ltd. and Rust to Gold, LLC. We have contacted these owners and their consents
to these locations are attached.

Therefore, based on the above stated information NPC requests the permit be granted
pursuant to R649-3-11.

Sincerely,

Ne uctio pany

Laurie Deseau
Properties Administrator

Enclosures

Page



0
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
tes Lieutenant Governor

State of Utah
March 22, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Dioctor

Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052
JOHN R. BAZA
Division Director

Re: Gilsonite State 9-32-8-17Well, 1882'FSL, 781' FWL, NW SW, Sec. 32,
T. 8 South, R. 17 East, Bottom Location 1325' FSL, 1323' FWL, SW, Sec. 32,
T. 8 South, R. 17 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33013.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 • facsimile (801) 359-3940 • TTY (801)538-7458 •



Operator: Newfield Production Company
Well Name & Number Gilsonite State 0-32-8-17
API Number: 43-013-33013
Lease: ML-22060

Location: NW SW Sec.1 T. 8 South R. 17 East
Bottom Location: SW Sec. 32 T. 8 South R. 17 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. In accordance with Utah Admin. R.649-3-l l, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

5. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTON COMPANY

Well Name: GILSONITE ST 9-32-8-17

Api No: 43-013-33013 Lease Type: STATE

Section 32 Township 08S Range 17E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 04/18/06

Time 2:00 PM

How DRY

Drilling will Commence:

Reported by FLOYD MITCHELL

Telephone # (435) 823-3610

Date 04/19/2006 Signed
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIALNUMBER:

DIVISION OF OIL, GAS AND MINING ML22060

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

> not use this forn for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drillhorizontallaterals. Use APPLICATION FOR PERMITTO DRILLform for such proposals. GILSONITE

8. WELL NAME and NUMBER:1. TYPE OF WELL:
OIL WELL GAS WELL O OTHER GILSONITE STATE0-32-8-17

2. NAMEOF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTIONCOMPANY 4301333013
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 ciry Myton STATE UT zir 84052 435.646.3721 Monument Butte

4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: ÎÊÊ COUNTY: Duchesne

OTRIOTR,SECTION.TOWNSHIP.RANGE.MERIDIAN: NWISW,32, T8S, Rl7E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENT FORMATION

O NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURETREAT O SIDETRACKTO REPAIRWELL

Approximate date work will O CASINGREPAIR O NEW CONSTRUCTION O WORARifLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE O TUBINGREPAIR

O CHANGETUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT O CHANGEWELL NAME O PLUGBACK WATER DISPOSAL

(Submit OriginalFormOnly) O CHANGEWELL STATUS PRODUCTION(STARTISTOP) O WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Spud Notice

04/20/2006 O CONVERT WELL TYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

On 4/18/06 MIRUNDSI NS # 1. Drill310' of 12 1/4" hole with air mist. TIHW/ 7 Jt's 8 5/8" J-55 24 # csgn. Set @311.2TI KB On
4/20/06 cement with 160 sks of class "G" w/ 2% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17 cf/ sk yeild. Returned 5
bbls cement to pit. WOC.

NAME (PLEASE PRINT)
IvinNielsen TrrLE Drilling Foreman

SIGNATURE / DATE 04/20/2006

(This space for State use only)

RECEIVED
APR24 2006

DIV.0FOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 311.27

LASTCASING 8 5/8" SET AT 311.2T OPERATOR Newfield Production company

DATUM 12' KB WELL Gilsonite State Q-32-8-17

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEADFLANGE CONTRACTOR & RIG# NDSI NS #1

TD DRILLER 310' LOGGER

HOLE SIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 42.75'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 299.42

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 301.27

TOTAL LENGTH OF STRING 301.27 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 311.27

TOTAL 299.42 7

TOTAL CSG. DEL. (W/O THRDS) 299.42 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 4/18/2006 2:00 PM GOOD CIRC THRU JOB Yes

CSG. IN HOLE 4/19/2006 7:00 AM Bbis CMT CIRC TO SURFACE 5

BEGIN CIRC 4/20/2006 11:34 AM RECIPROCATED PIPE FOR THRU FT STROKE

BEGINPUMP CMT 4/20/2006 11:46 AM N/A

BEGIN DSPL. CMT 4/20/2006 11:57 AM BUMPEDPLUGTO 320 PSI

PLUG DOWN 4/20/2006 12:05 PM

CEMENT USED CEMENT COMPANY- B. J.

STAGE # SX CEMENTTYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#Isk Cello-Flake mixed g 15.8 ppg 1.17 cf/skyield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE&SPACING

Centralizers - Middle first, top second &thirdfor 3

COMPANY REPRESENTATIVE Alvin Nielsen DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONANDSERIALNUMBER:

DIVISION OF OIL, GAS AND MINING ML22060

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

a not use this fonn for proposals to drill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENT NAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals. GILSONITE

I. TYPE OF WELL:
8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER GILSONITESTATE Q-32-8-17

2. NAME OF OPERATOR:
9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333013

3 ADDRESSOF OPERATOR PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT zir 84052 435.646.3721 MonumentButte

4 LOCATIONOF WELL:

FOOTAGESAT SURFACE: 1882 COUNTY: Duchesne

OTR/OTR.SECTION.TOWNSHIP,RANGE.MERIDIAN: NWISW,32, T8S, Rl7E STATE: Utah

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURE TREAT O SIDETRACK TO REPAIRWELL

Approximatedate work will CASING REPAIR O NEW CONSTRUCTION O TEMPORARifLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATORCHANŒ O TUBINGREPAIR

O CHANGETUBING O PLUG AND ABANDON O VENT OR FLAIR

SUBSEQUENT REPORT Q CHANGEWELL NAME PLUGBACK WATER DISPOSAL

(Submit OriginalForm Only) O CHANGEWELL STATUS O PRODUCTION(STARTISTOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLE PRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

05/10/2006 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

On 5/1/06 MIRUNDSI Rig #2. Set all equipment. Pressure test Kelly,TIW, Choke manifold,& Bop's to 2,000 psi. Test 8.625 csgn to
1,500 psi. Vernal BLMfield, &Roosevelt DOGM office was notifed of test. PU BHAand tag cement @268'. Drillout cement &shoe.

Drill a 7.875 hole with fresh water to a depth of 6,313'. Lay down drillstring & BHA.Open hole log w/ Dig/SP/GR log's TD tosurface.
PU & TlH withGuide shoe, shoe jt, float collar, 147 jt's of 5.5 J-55, 15.5# csgn. Set @6304' / KB. Cement with 325 sks cement mixed

@ 11.0 ppg & 3.43 yld. Then 475 sks cement mixed @ 14.4 ppg & 1.24 yld. With 5 bbis cement returned to pit. Nipple down Bop's.

Drop slips @90,000#'s tension.Release rig 12:30 AM 5/10/06.

NAMF (PTFASFPRINT3 Alvin Nielsen TrrLE Drilling Foreman

SIGNATURF DATE 05/10/2006

(This space for State use only) RECElVED
MAY112006

DIVOF0lL,GAS&



NEWFIELDPRODUCTION COMPANY - CASING& CEMENT REPORT

5 1/2" CASING SET AT 6304.74
Flt cilr@ 6264.79

LAST CASING 8 5/8" SET / 311.92 OPERATOR Newfield Production Company

DATUM 12' KB WELL GS State Q-32-8-17

DATUM TO CUT OFF CASING 12' FIELDIPROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG# NDSI # 2

TD DRILLER 6313 LOGGER 6344

HOLE SIZE 7 7/8"

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

6.17 short jt g 4087

147 5 1/2" ETC LT &C casing 15.5# J-55 8rd A 6250.79

Float collar 0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 40.7

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTAL LENGTHOF STRING 6306.74

TOTAL LENGTH OF STRING 6306.74 148 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 128.57 3 CASINGSET DEPTH 6304.74

TOTAL 6420.06 151

TOTALCSG. DEL. (WlO THRDS) 6420.06 151 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 5/9/2006 1:30 PM GOOD CIRC THRU JOB YES

CSG. IN HOLE 5/9/2006 5:00 PM Bbis CMT CIRC TO SURFACE 5

BEGIN CIRC 5/9/2006 5:00 PM RECIPROCATED PIPE FOR THRUSTROKE No

BEGINPUMP CMT 5/9/2006 6:44 PM DID BACKPRES. VALVEHOLD? YES

BEGINDSPL. CMT 5/9/2006 19:41 BUMPEDPLUG TO 2400 PSI

PLUG DOWN 5/9/2006 8:10 PM

CEMENT USED CEMENT COMPANY- 8. J.

STAGE # SX CEMENT TYPE & ADDITIVES

1 325 Premlite IIwl 10% gel + 3 % KCL,3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield

2 475 50/50 poz W/ 2% Gel + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel.3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE &SPACING

Centralizers - Middle first, top second &third.Then everythirdcollar for a totalof 20.

COMPANYREPRESENTATIVE Alvin Nielsen DATE



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LKME DESIGNATION AND SERIALNUMBER:

DIVISION OF OIL, GAS AND MINING ML22060

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

a not use this forn for proposals to drill new wells, significantly deepen existing wells below current bottoin-hole depth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. GILSONITE

I. TYPE OF WELL:
OIL WELL GAS WELL O OTHER G

LESLON mSTNU EQ
32-8-17

2. NAME OF OPERATOR:
9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301333013

3. ADDRESS OF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CTTY Myton STATE UT ZIP 84052 435.646.3721 Monument Butte

4. LOCATIONOFWELL:

FOOTAGESATSURFACE 1882FWL1325FSL couNTY: Duchesne

OTR/OTILSECTION,TOWNSHIP,RANGE,MERIDIAN: NW/SW,32, T8S,Rl7E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURETREAT O SIDETRACK TO REPAIRWELL

Approximate datework will CASING REPAIR O NEW CONSTRUCTION O TEMPORARITLYABANDON

06/26/2006 O CHANGE TO PREVIOUS PLANS O OPERATORCHANGE O TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

O SUB SEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Onginal FormOnly) O CHANGE WELL STATUS O PRODUCTION(START/STOP) O WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCING FORMATIONS O RECLAMATIONOF WELL SlTE OTHER: -

O CONVERT WELL TYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the Ashley,

Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the produced water is

injected into approved Class II wells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah approved

surface disposal facilities.

NAME (PLEASE PRINT)
Mand rozier TITLE Regulatory Specialist

SIGNATUR DATE 06/27/2006

(Thisspaceforstateuseonly) RECEIVED

JUN28 2006

DN.0FOIL,GAS&



FORM 3160-5 UNITED STATES FORMAPPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Ep u
310,2

BUREAU OF LAND MANAGEMENT 5. Lease SerialNo.
SUNDRY NOTICES AND REPORTS ON WELLS AÂÊÛ$ $

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

GILSONITE UNIT
l. T pe of Well

Oil Well Gu Wen Other 8. Wel1Nameand No.

2. Name of Operator GILSONITE0-32-8-17
NEWFIELDPRODUCTIONCOMPANY 9. API Well No.

3a. Address Route 3 Box 3630 3b. Phone (include are codd 4301333013
Myton, UT 84052 4316463771 10 Field and Pont or Exploratory Area

4 Location of Well (Footage,Sec., T., R , M, or SurveyDescription) MONUMENTBUTI E
SUÊÊ | ll. County or Parish, State

NWSW Section32 TSS R17E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) O Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other

O Change Plans O Plug & Abandon Q Temporarily Abandon Weekly Status Report

Final Abandonment Q Convert to O Plug Back O Water Disposal

13. DescribeProposed or CompletedOperation (clearly state all pertinent details, includingestimatedstartingdate of any proposedwork and approximate durationthereo£ Ifthe

proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filedwithin 30 days followingcompletion

of the involvedoperations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, includingreclamation, havebeen completed, and the operator has determined that the site is ready for final

inspection.)

Status report for timeperiod 06/05/06 - 06/15/06

Subject well had completion procedures intiated in the Green River formation on 06-05-06 without the use of a service rig over

the well. A cement bond log was run and a total of four Green River intervals were perforated and hydraulically fracture treated
with 20/40 mesh sand. Perforated intervals are as follows: Stage #1 (5241'-5247'); Stage #2
(5064'-5076'),(5054'-5060'),(5041'-5050');Stage #3 (4959'-4968'),; Stage #4
(4424'-4433'),(4365'-4384'),(4347'-4351'),(4332'-4342'). AIIperforations, were 4 JSPF. Composite flow-through frac plugswere

used between stages. Fracs were flowed back throughchokes. A service rig was moved over the well on 06-13-2006. Bridge

plugs were drilled out and wellwas cleaned to 6263'. Zones were swab tested for sand cleanup. A new 1 1/2" bore rod pump

was run in well on sucker rods. Well was placed on production via rod pump on 06-15-2006.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

I qag Ne i
Production Clerk

Signatu Date

Conditionsof appoval, ifany, are attached. Approval of this notice does not warrant or

certify that the applicantholds le8al or equitable title to those rights in the subject lease Office
which would entitle the applicantto conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United

States anv false, fictitious and fraudulentstatements or representations as to any matter within its iurisdiction ÏlECE DíEEJ
(Instructions on reverse)

JUL2 6 2006
DIV.0F0lL,GAS&



FORM 3160-4 SURMIT IN DUPLICATE* FORM APPROV1 D

(July l992) (See other in- OMB NO. 1004-0137

UNITED STATES 6'" °"°""°36 Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LIASEl)EShiNATI()NANDSERlALN()

BUREAU OF LAND MANAGEMENT ML-22060

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* "" '" """ )R 1RIBI NAME

la. TYPE OF WORK 7. I NIT AtiREE\1ENT NANIE

atÆ =. O -O otiler Gilsonite
Ib. TYPE OR WELI

DEEPEN
FYR.

Other t
-N3

-8-17

2. NAME ()F OPERATOR
9. WI I L N()

Newfield Exploration Company 43-013-33013
3. ADDRESS AND TEl EPIIONE NO 10. FlEl D AND P()OI OR WII DCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. I OCATION OF WELL (Report locations clearly and in accordance with any State requirements *) 11. SEC.. T.. R.. M..oR BI (xK AND Sl1RVEY

At surface 1882' FSL & 781' FWL (NWISW) Sec. 32, T8S, R17E OR ARI A

At top prod. Interval reported below 1325' FSL & 1323' FWL Sec. 32, T8S, R17E Sec. 32, T8S, R17E

At total depth 14. API No. DATE ISSllED 12. COUNTY OR PARISll 13. STATI

AB 5 FSL MOS¶(ÑL 43-013-33013 3/22/06 Duchesne |UT
15. DATE SPIII)DED 16. DATE T.D. REACIIED 17. DATE COMPl.. (Ready to prod.) 18. ELEVATIONS (DF. RKIL RT. GR. ETCJ* 19. ELEV. CASINGIIEAD

4/18/06 5/8/06 6/26/06 5249' GL 5261' KB
20. TOTAl. DEPTil. MD & TVI) 21. PLIIG 13ACK T.D.. MD & TV1) 22. IF MITI.TIPLE COMPl... 23. INTERVAI.S ROTARY T(X)LS CABI E TOOI S

6313' (ogg 6263') (p \66
IIOW MANY* DRILI.] )BY

24. PRODUCING INTERVAL(S).OF THIS COMPI,ETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAI.

Green River 4332'-5247' No
26. TYPE El CTRIC AND OTilER LOGS RUN 27. WAS WEl I CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZI /GRADIi WElGHT, LB./FT. DEPTIl SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RiiCORD AMOllNT Pl LI.ED

8-5/8" - J-SS 24# 311' 12-1/4" To surface with 160 sx Class "G" cmt
6-1/2"- J-bb i b.b# 6306' 7-7/8 ' 325 sx Premlite Il and 475 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

S17E TOP(MD) BOTTOM(MD) SACKSCliMENT* SCRI N(MD) SIZE DEPTilSET(MD) PACKERSET(MD)

2-7/8" 60 I (a) IA (a)
b324' b226'

31. PERFORATION RECORD (Interial, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SlZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(B2) 5241'-5247' .46"
4/24 5241'-5247' Frac wl 20,144#20/40 sand in 295 bbls fluid

(C) 5041'-50', 5054'-60', 5064'-76' .43"
4/108 5041'-5076' Frac w/ 120,043#20/40 sand in 834 bbls fluid

(D2) 4959'-4968'
.43"

4/36 4959'-4968' Frac w/ 35,360#20/40 sand in 381 bbis fluid

&6) 4332'-42', 4347'-51', 4365'-84', 4424'-33' .43" 4/168 4332'-4433' Frac w/ 218,219#20/40 sand in 1422 bbls fluid

33.* PRODUCTION

I).\TE EIRST PR()])l Ï Tl()N PR()])t i TR)N N1ETil()]) (Elon ing. yas lilL pumping--size and ippe of pumpi BlLI. N TAT EN iProducing ar shui-in)

6/26/06 2-1/2" x 1-1/2" x 20' RHAC SM Plunger Pump PRODUCING
DA lE ()F TES I I l()ERS I ESTI D CI N)KE SIZE PR()D N. E()R (lll IIRI S. (iAS--NR F. O A I ER--liB1

.

(iAS-(ll]. RA I M)

TENT PERI()D

30 day ave ---> 40 41 33 1025
i I I EBlN(i PRI NN. ( ASIN(i PRESSERE (AI.( l I.ATI I) ()ll lilll (iAS- \R I \ ll R--I lif.. UÍl (iRA\ Il Y-API ((()RR.)

14 I)lsl'ONi l loN DI (iAs tSokl used ler lucL ienicel. cic ) LES1 M I I NENNED IlY

Sold & Used for Fuel

RECEIVED
iher ce

t Specialist AW08 2008 8/7/2006

IJlk0P0lL,GAS&
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Scientific
Drilling Directional Survey Certification

RE: Newfield Exploration Co. Operator
GS Q-32-8-17 Well Name & No.

Duchesne County, UT Location
41DEFO605441 SDI Job No.

I, Julie Seaman , having personal knowledge of all the facts, hereby
certifythat the attached directional survey run from a measured depth of 372 feet to a
measured depth of 6313 feet is true and correct as determined from all availablerecords.

District Engineer Scientific DrillingInternational
Signature Title Company

State of : Wyominq }
} ss

County of : Natrona )

O is day of , 2006, before me personally appeared
/ Á¾ MM to me known as the person described in and who executed the foregoingiSnÀtrumentand acknowledgeht the same as er

fre'e

a t and deed.

Notary Public My Commission Expires

NOTARY PUBUC
DARCI NEAL

STATE OF WYOMING
COUNTY OF
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600 WELL DETAILS

Name +NI-S +El-W Northing Easting Latitude Longitude Slot
Surve #1 GS Q-32-8-17 0.00 0.00 636763.00 2409546.77 40°04'20.696N 110*02'11.311W NIA

650 GS Q-32-8-17,OH Plan #2

SITE DETAILS Survey: Survey #i (GS Q-32-8-17/OH)

GS Q-32-8-17 Created By: Julie Seaman Date: 2006-05-15

700 Soc. 32 T8S Ri7E

Site Centre Latitude: 40*04'20.596N FIELDDETAILS
Longitude: 110'02'11.311W Duchesne County, UT

Ground Level: 5252.00
750 Positional Uncertainty: 0.00 Geodetic System: US State Plane Coordinate System 1927

Convergence: 0.94 Ellipsold: NAD27(Clarke 1866)
Zone: Utah, Central Zone

Magnetic Model: igrf2005
i i i i i i i i i i e i r i ! i e i i

System Datum: Mean Sea Level
-500 0 500 1000 1500 BOTTOM HOLE CLOSURE Local North: True North

Vertical Section at 145.68° [1000ftlin] 1094.12 ft 145.30*



SM Driinq Scientific Drilling International
"**""°"'"°"' Survey Completion Report

Company Newllel¢ExplorationCo. Date: 2006-05-15 Tiine: 15:49:53 Papp: 1
Field: OucheaneCounty,UT Coordinate(NE) Reference: Well:GS Q-32-8-17,TrueNortn
Site: GS 0*32-8-17 Verdeal (TVD) Reference: GL 5252' &RKB 12' 5264.0
We11: GS Q-32-8-17 Section (VS) Reference: Well (0.00N,0.00E.145.68Azl)
Wellpath: QH Survey Calculation Method: MinimumCurvature DIi Sybase

Survey: Survey #1 Start Date: 2006-05-02

Company: Sdentific Drilling Engineer: Park, Watson
Tool: MWD;MWD- Standard Tied-to: From Surface

Field: Duchesne County, UT

Map System:US State Plane Coordinate System 1927 Map Zone: Utah, Central Zone
Geo Datum: NAD27 (Clarke1866) Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: igrf2005

Site: GS Q-32-8-17
Sec. 32 T8S Ri7E

Site Position: Northing: 636763.00 ft Latitude: 40 4 20.596 N
From: Geographic Easting: 2409546.77 ft Longitude: 110 2 11.311 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 5252.00 ft Grid Conveq:ence: 0.94 deg

Well: GS Q-32-8-17 Slot Name:
SHL: 1897' FSL, 755' FWL

Well Position: +N/-S 0.00 ft Northing: 636763.00 ft Latitude: 40 4 20.596 N
+El-W 0.00 ft Easting: 2409546.77 ft Longitude: 110 2 11.311 W

Position Uncertainty: 0.00 ft

Welipath: OH Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: GL 5252' &RKB 12' Height 5264.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 2006-04-26 Declination: 11.96 deg
Field Strength: 52858 nT Mag Dip Angle: 65.95 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft 11 ft deg
0.00 0.00 0.00 145.68

Survey
Meas Depth Indination Azim TVD Vert Sect N/S E/W DLS CLen CisD CisA

ft deg deg ft ft it ft deg/100It it ft deg

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
372.00 0.34 222.90 372.00 0.24 -0.81 -0.75 0.09 372.00 1.10 222.90
403.00 0.45 203.19 403.00 0.33 -0.99 -0.86 0.56 31.00 1.31 221.11
432.00 0.49 186.23 432.00 0.49 -1.22 -0.92 0.50 29.00 1.52 217.12
464.00 0.76 147.23 463.99 0.80 -1.53 -0.82 1.53 32.00 1.74 208.19

495.00 0.88 136.27 494.99 1.24 -1.88 -0.54 0.64 31.00 1.95 196.19
523.00 0.99 138.25 522.99 1.69 -2.21 -0.23 0.41 28.00 2.22 186.06
555.00 0.90 135.35 554.98 2.22 -2.60 0.13 0.32 32.00 2.60 177.22
586.00 1.12 137.42 585.98 2.75 -2.99 0.50 0.72 31.00 3.03 170.47
617.00 1.73 135.04 616.97 3.51 -3.55 1.04 1.98 31.00 3.70 163.69

647.00 2.18 127.41 646.95 4.50 -4.21 1.81 1.73 30.00 4.59 156.74
678.00 2.74 131.67 677.92 5.78 -5.06 2.83 1.90 31.00 5.80 150.78
706.00 3.34 132.74 705.88 7.22 -6.06 3.93 2.15 28.00 7.23 147.04
737.00 3.96 132.11 736.82 9.14 -7.39 5.39 2.00 31.00 9.15 143.91
768.00 4.33 135.29 767.74 11.34 -8.94 7.01 1.40 31.00 11.36 141.92

798.00 4.82 134.68 797.64 13.69 -10.63 8.70 1.64 30.00 13.74 140.71
828.00 5.14 135.09 827.53 16.25 -12.47 10.54 1.07 30.00 16.33 139.79
858.00 5.56 138.00 857.40 19.01 -14.50 12.47 1.67 30.00 19.12 139.32
889.00 6.07 137.83 888.24 22.12 -16.83 14.57 1.65 31.00 22.26 139.12
919.00 6.51 137.58 918.06 25.37 -19.27 16.78 1.47 30.00 25.55 138.94

950.00 7.00 138.10 948.84 28.99 -21.97 19.23 1.59 31.00 29.20 138.80
982.00 7.39 141.35 980.59 32.97 -25.03 21.82 1.76 32.00 33.20 138.92

1013.00 7.56 142.23 1011.33 36.99 -28.20 24.31 0.66 31.00 37.23 139.23
1045.00 8.09 143.67 1043.03 41.35 -31.67 26.93 1.77 32.00 41.58



Saeninc ming Scientific Drilling International
WMounk Ogons Survey Completion Report

Company: Newlleid Explotation Co. Date: 200405-15 Time: 15:49:53 Page: 2
F1eld: Duchesne County, UT Cordingte(NE) Reference: Well: GS Q-32-8-17,True North
Site: GS Q-32-8-17 Vertical (TVD) Reference: GL 5252' & RKB 12' 5264.0
Well: GS Q-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,146.68Azl)
Wellpath: OH Survey Calculation Method: MinimumCurvature Db: Sybase

Survey

Meas Depth Inclination Azim TVD Vert Seet N/S ElW DLS CLen CisD CisA
11 deg deg ft it ft ft deg/100ft it it deg

1075.00 8.87 145.81 1072.70 45.77 -35.29 29.49 2.80 30.00 45.99 140.12

1107.00 9.34 146.23 1104.30 50.83 -39.49 32.32 1.48 32.00 51.02 140.70
1138.00 9.71 145.90 1134.87 55.96 -43.74 35.18 1.21 31.00 56.13 141.19
1170.00 10.19 145.33 1166.39 61.49 -48.31 38.30 1.53 32.00 61.65 141.59
1201.00 10.66 143.62 1196.88 67.10 -52.87 41.56 1.82 31.00 67.25 141.83
1233.00 11.19 144.49 1228.30 73.16 -57.78 45.12 1.73 32.00 73.31 142.01

1264.00 11.05 142.22 1258.72 79.13 -62.58 48.69 1.48 31.00 79.29 142.11
1358.00 13.06 147.10 1350.64 98.75 -78.62 59.98 2.40 94.00 98.88 142.66
1452.00 13.61 147.69 1442.11 120.42 -96.88 71.66 0.60 94.00 120.50 143.51
1546.00 13.72 148.15 1533.45 142.61 -115.70 83.45 0.16 94.00 142.65 144.20
1640.00 13.26 148.48 1624.85 164.51 -134.36 94.97 0.50 94.00 164.53 144.75

1733.00 12.86 146.67 1715.45 185.51 -152.10 106.23 0.62 93.00 185.52 145.07
1827.00 12.39 146.42 1807.17 206.05 -169.24 117.56 0.50 94.00 206.06 145.21
1920.00 11.87 147.25 1898.10 225.59 -185.59 128.25 0.59 93.00 225.60 145.35
2012.00 11.58 145.75 1988.18 244.28 -201.18 138.57 0.46 92.00 244.29 145.44
2104.00 11.74 143.61 2078.28 262.87 -216.35 149.32 0.50 92.00 262.88 145.39

2197.00 11.12 142.68 2169.43 281.28 -231.10 160.37 0.70 93.00 281.29 145.24
2287.00 11.42 142.59 2257.70 298.85 -245.08 171.04 0.33 90.00 298.86 145.09
2382.00 11.71 141.62 2350.77 317.86 -260.11 182.74 0.37 95.00 317.88 144.91
2477.00 12.03 141.06 2443.74 337.34 -275.36 194.95 0.36 95.00 337.39 144.70
2569.00 12.46 141.14 2533.65 356.79 -290.55 207.20 0.47 92.00 356.86 144.51

2663.00 11.25 142.99 2625.64 376.06 -305.77 219.08 1.35 94.00 376.16 144.38
2757.00 9.79 143.20 2718.06 393.20 -319.49 229.39 1.55 94.00 393.31 144.32
2851.00 9.75 143.02 2810.69 409.14 -332.25 238.97 0.05 94.00 409.26 144.27
2944.00 11.08 143.02 2902.16 425.93 -345.68 249.08 1.43 93.00 426.07 144.23
3038.00 11.12 147.64 2994.40 444.01 -360.55 259.37 0.95 94.00 444.15 144.27

3132.00 11.28 146.84 3086.61 462.27 -375.90 269.25 0.24 94.00 462.38 144.39
3225.00 11.21 146.44 3177.83 480.40 -391.05 279.22 0.11 93.00 480.50 144.47
3318.00 10.60 145.15 3269.15 497.99 -405.60 289.10 0.71 93.00 498.09 144.52
3413.00 11.63 141.36 3362.37 516.28 -420.26 300.08 1.33 95.00 516.39 144.47
3505.00 11.32 144.27 3452.53 534.55 -434.83 311.14 0.71 92.00 534.68 144.41

3598.00 11.33 146.94 3543.72 552.81 -449.89 321.45 0.56 93.00 552.93 144.45
3692.00 11.88 146.86 3635.79 571.71 -465.73 331.78 0.59 94.00 571.83 144.53
3786.00 11.40 147.24 3727.86 590.67 -481.65 342.10 0.52 94.00 590.78 144.62
3879.00 10.11 147.70 3819.23 608.02 -496.28 351.43 1.39 93.00 608.11 144.70
3972.00 11.05 144.69 3910.64 625.09 -510.45 360.94 1.17 93.00 625.17 144.74

4065.00 11.39 147.93 4001.87 643.18 -525.51 370.97 0.77 93.00 643.25 144.78
4159.00 11.60 147.66 4093.98 661.90 -541.36 380.96 0.23 94.00 661.96 144.87
4253.00 11.18 148.12 4186.13 680.45 -557.08 390.82 0.46 94.00 680.50 144.95
4347.00 11.62 145.67 4278.28 699.02 -572.64 400.98 0.70 94.00 699.07 145.00
4440.00 12.34 143.93 4369.25 718.32 -588.40 412.11 0.87 93.00 718.37 144.99

4534.00 11.20 150.56 4461.28 737.45 -604.47 422.51 1.88 94.00 737.50 145.05
4635.00 10.94 150.46 4560.40 756.78 -621.35 432.06 0.26 101.00 756.81 145.19
4728.00 11.14 147.73 4651.68 774.55 -636.63 441.21 0.60 93.00 774.57 145.28
4822.00 12.13 148.16 4743.74 793.49 -652.70 451.26 1.06 94.00 793.51 145.34
4916.00 12.47 148.03 4835.59 813.50 -669.70 461.85 0.36 94.00 813.51 145.41

5009.00 12.11 147.14 4926.46 833.28 -686.41 472.46 0.44 93.00 833.29 145.46
5103.00 12.65 143.88 5018.27 853.43 -703.00 483.87 0.94 94.00 853.43 145.46
5196.00 12.34 142.52 5109.07 873.53 -719.12 495.92 0.46 93.00 873.54 145.41
5290.00 12.59 146.11 5200.85 893.80 -735.59 507.75 0.87 94.00 893.82 145.38
5385.00 12.01 147.07 5293.67 914.04 -752.48 518.90 0.65 95.00 914.05 145.41

5479.00 11.99 142.95 5385.62 933.57 -768.48 530.10 0.91 94.00 933.58



Scientific Drilling International
"***°"'*"' Survey Completion Report

Compsnyt NewlleldExploration Co. Date: 200&OS-15 Time: 15:49:53 Page: 3

Field Duchesne County, UT Co-ordinate(NE) Reference: Well:GS 0-32-8-17,True North
Site: GS Q-32-8--17 VerticAI(TVD) Reference: GL 6252' & RKB 12' 5264.0
Well GS Q-32-8-17 Section (VS) Reference: Well (0.00N,0.00E.145.68Azi)
Willpath: OH Survey Calculation Method: NinimumCurvature Db: Sybase

Survey
Meas Depth Inclination Azim TVD Veri Beet N/S E/W DLS CLen ClsD CisA

it deg dog it it ft 11 deg/100ft ft it deg

5572.00 11.95 143.01 5476.60 952.83 -783.88 541.71 0.05 93.00 952.85 145.35
5664.00 12.06 143.23 5566.59 971.95 -799.19 553.19 0.13 92.00 971.97 145.31
5757.00 11.89 143.95 5657.56 991.23 -814.72 564.65 0.24 93.00 991.26 145.28
5853.00 12.00 144.72 5751.48 1011.10 -830.86 576.23 0.20 96.00 1011.13 145.26

5945.00 11.72 144.07 5841.52 1030.00 -846.24 587.24 0.34 92.00 1030.03 145.24
6039.00 10.94 145.69 5933.69 1048.46 -861.33 597.87 0.90 94.00 1048.50 145.23
6131.00 9.90 147.67 6024.17 1065.10 -875.23 607.02 1.20 92.00 1065.13 145.26
6224.00 9.03 147.25 6115.90 1080.38 -888.12 615.24 0.94 93.00 1080.41 145.29
6251.00 8.93 146.43 6142.57 1084.60 -891.65 617.55 0.60 27.00 1084.62 145.29

6313.00 8.70 144.55 6203.84 1094.10 -899.48 622.93 0.59 62.00 1094.12 145.30

Annotation

MD TVD
ft it

6313.00 6203.84 Projection to



NEWFIELD

May 23, 2008

Mr. Brad Hill
State of Utah, DOGM
1594 West North Temple-Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Re-completion
Gilsonite State Q-32-8-17
Sec.32, T8S, Rl7E
API #43-013-33013

Dear Mr. Brad Hill:
The subject well had new perforations added in the Green River Formation. Then

put back on production. Please find enclosed the sundry.

Sin erely,

entri Pa
Product on Tech

RECENED

gg 17 2003

Og OF0\L,GAS&



' '
STATE OF UTAH

DEPARTMENT OF NATURALRESOURCES
5. LEASE DESIGNATIONAND SERIALNUMBER:DIVISION OF OIL, GAS AND MININCJ UTAH STATEML-22060

6. IF INDIAN, ALLOTTEEOR TRIBE NAME

Do not use this form for proposals to drill new wells, significantly deepen existing wells below cuirent bottom-holedepth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontallaterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals. GILSONITEUNIT
I. TYPE OF WELL: 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER GILSONITE STATE 0-32-8-17
2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333013
3. ADDRESS OF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 cirY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 1325 FSL l 882 FWL COUNTY: DUCHESNE

OTR/OTR. SECTION.TOWNSHIP.RANGE.MERIDIAN: NWSW, 32, T8S, R17E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximatedate work will CASINGREPAIR NEW CONSTRUCTION TEMPORAROLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE O OTHER: -

05/20/2008 Q coNVERT WELL TYPE O RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.
The above subject was recompleted by adding perforations in the green River sands and then placing the well back on production.
Attached is a daily recompletion status report.
The following are the new perf intervals added:
CP5 6113'-6118' 4 JSPF 20 holes
CP3 5961'-5968' 4 JSPF 28 holes
LODC 5593'-5596' 4 JSPF 12 holes
A3 5403'-5408' 4 JSPF 20 holes
GB4 4271'-4278' 4 JSPF 28 holes

NAME (PLEASEPRINT) Jentti STk TITLE Production Tech

SIGNATURE DATE 05/23/2008

(This space for State use only)

RECElVED
MAY27 2008

DIV.0F OIL,GAS&



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

GILSONITE Q-32-8-17
3/1/2008 To 7/30/2008

4/30/2008 Day: 1 Recompletion

Western #2 on 4/29/2008 - MIRU Western #2. RU HO trk & pump 70 BW dn annulus
@ 250°F. RD pumping unit & unseat rod pump. Flush tbg & rods W/ 35 BW @ 250°F.
Re-seat pump, soft joint rod string & strip off flow-T. Fill tbg W/ 15 BW. Pressure
test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH W/ rod string--LD
pump. No scale on either. ND wellhead & release TA @ 5225'. NU BOP. Talley, drift,
PU & TIH W/ 25 jts 2 7/8 Brd 6.5# N-80 work string. Tag fill @ 6119'. Broke
circulation W/ 100 BW. C/O sd to PBTD @ 6263'. Circ hole clean. Lost add'I 150 BW.
TOH W/ tbg to 2598'. SIFN W/ est 370 BWTR.

5/1/2008 Day: 2 Recompletion

Western #2 on 4/30/2008 - RU HO trk & flush tbg W/ 60 BW @ 250°F. Con't TOH &
talley production tbg--LD BHA. No scale on tbg. RU Perforators LLC WLT. RIH W/ 4
3/4" vented gage ring & 2-3 1/8" perf guns. Ran gage ring to 6121'--no drag. Perf
new intervals as follows: CP5 sds @ 6113-18'; CP3 sds @ 5961-68'; LODC sds @
5593-96'; A3 sds @ 5403-08' & GB4 sds @4271-78'. AII 4 JSPF & 120° phasing in 2
runs. RD WLT. MU & TIH W/ Weatherford 5 1/2" "TS" RBP, RH, tbg sub, 5 1/2" "HD"
pkr & 2 7/8 Srd 6.5# N-80 tbg. Isolated, broke down & injected 2 BW into btm 4
sets on TIH as follows: A3 sds broke @ 3500 psi, LODC sds broke @ 3300 psi, CP3
sds broke @ 3400 psi & CP5 sds broke @ 4200 psi (tested plug to 2500 psi before
perfs broke). Used 110 BW for breakdowns. Release pkr, pull up & install frac valve
& subs. Left pkr unset W/ EOT @ 5938'. SIFN W/ est 540 BWTR.

5/2/2008 Day: 3 Recompletion

Western #2 on 5/1/2008 - Stage #1 CP3 & CP5 sds. Set HD pkr. @ 5939' w/ EOT @
5951'. Fill csg. w/ 80 bbis water. RU BJ Services. O psi on well. Frac CP3 & CP5 sds
w/ 54,790#'s of 20/40 sand in 490 bbis of Lightning 17 fluid. Broke @ 3137 psi.
Treated w/ ave pressure of 5646 psi w/ ave rate of 15.2 BPM. ISIP 2915 psi. Open
well to flattank for immediate flowback @ approx. 1 bpm. Well flowed for 1.5 hrs. &
died. Recovered 75 bbis water. Release HD pkr. Circulate well clean. RIH w/ tbg. Tag
sand @ 6135'. C/O to TS plug @ 6137'. Latch onto plug. Release TS plug. Stage #2
A3 & LODC sds. Set TS plug @ 5620'. Set HD pkr. @ 5360' w/ EOT @ 5372'. Fill tbg.
w/ 90 bbis water. RU BJ Services. O psi on well. Frac A3 & LODC sds w/ 54,790#'s of
20/40 sand in 490 bbis of Lightning 17 fluid. Broke @ 3137 psi. Treated w/ ave
pressure of 5646 psi w/ ave rate of 15.2 BPM. ISIP 2915 psi. Open well to flattank
for immediate flowback @ approx. 1 bpm. Well flowed for 2 hrs. & died. Recovered
100 bbis water. Release HD pkr. Circulate well clean. RIH w/ tbg. Tag sand @ 5560'.
C/O to TS plug @ 5620'. Latch onto plug. Release TS plug. Stage #3 GB4 sds. Set TS
plug ® 4296'. Set HD pkr. @ 4232' w/ EOT @ 4244'. Fill csg. w/ 20 bbis water. RU BJ
Services. 15 psi on well. Frac GB4 sds w/ 20,440#'s of 20/40 sand in 191 bbis of
Lightning 17 fluid. Broke @ 2694 psi. Treated w/ ave pressure of 5470 psi w/ ave
rate of 15.4 BPM. ISIP 4800 psi. Screened out w/ 13.8 bbis water remaining in flush
(approx. 2300' of sand in tbg.). Open well to flattank for immediate flowback @
approx. 1 bpm. Well flowed for 5 min. & died. Recovered 2 bbis water. Release HD
pkr. Circulate well clean. RIH w/ tbg. Tag sand @ 4250'. C/O to TS plug @ 4296'.
Latch onto plug. Release TS plug. LD 78 jts 2 7/8" N-80 workstring. SWIFN.

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161948&API=4301333013000...
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5/3/2008 Day: 4 Recompletion

Western #2 on 5/2/2008 - Cont. LD N-80 workstring & BHA. RIH w/ 2 7/8" notched
collar, 1 jt 2 7/8" tbg., PSN, 2 jts 2 7/8" tbg., TAC, 165 jts 2 7/8" tbg. PU 31 jts 2
7/8" tbg. Tag PBTD @ 6263'. Circulate well clean. Pull up to 6191'. RIH w/ swab.
SFL @ 1600'. Made 9 runs. Recovered 62 bbis. Trace of oil. EFL @ 3100'. RIH w/ tbg.
Tag PBTD @ 6263'. Circulate well clean. ND BOP. Set TAC @ 6071' w/ 16,000#
tension. NU wellhead. SWIFN.

5/6/2008 Day: 5 Recompletion

Western #2 on 5/5/2008 - Flush tbg. w/ 60 bbis water. RIH w/ CDI 2 1/2" x 1 3/4"
x 16' x 20' RHAC pump, 4- 1 1/2" weight bars, 240- 7/8" guided rods, 1- 8', 4', 2' x
7/8" pony subs, 1 1/2" x 26' polished rod. Seat pump. Fill tbg. w/ 15 bbis. Stroke
test to 800 psi. RU pumping unit. Hang off rods. Adjust tag. RD. Put well on
production @ 11:00 a.m. 5 spm, 85" stroke length. Final Report.

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600161948&API=4301333013000...
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